
Report a Problem
501-19 Bumpers 2023 Bronco Sport
Removal and Installation Procedure revision date: 11/14/2024

Front Bumper Cover

Removal

NOTE: Removal steps in this procedure may contain installation details.

1. Remove the front wheels and tires.
Refer to: Wheel and Tire (204-04A Wheels and Tires, Removal and Installation).

2. Remove the front fender moulding.
Refer to: Front Fender Moulding (501-08 Exterior Trim and Ornamentation, Removal and Installation).

3. If equipped, on both sides.
Remove the screws, release tab and remove the stone deflector.
Torque: 18 lb.in (2 Nm)

 
 
 
 
 
 

4. On both sides.
1. If equipped.

Remove the screw.
Torque: 18 lb.in (2 Nm)

2. Remove the push pins and position the fender liner aside.
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5. Remove the screws.
Torque: 18 lb.in (2 Nm)

 
 
 
 
 
 

6. If equipped.
Remove the screws.
Torque: 18 lb.in (2 Nm)
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7. 
1. Disconnect the front bumper cover harness electrical connector.
2. If equipped.

Disconnect the camera washer hose and plug the washer hose end.

 
 
 
 
 
 

8. On both sides.
Disconnect the headlamp assembly electrical connector and position the wiring harness aside.
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9. On both sides.
Remove the front bumper cover to fender bracket bolts and release the tab.
Torque: 62 lb.in (7 Nm)

 
 
 
 
 
 

10. NOTE: This step requires the aid of another technician.

Remove the screws, release the clips and remove the front bumper cover.
Torque: 35 lb.in (4 Nm)
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Installation

1. To install, reverse the removal procedure.

Vehicles With: Parking Aid Camera

2. Initialize the front parking aid camera.
Refer to: Parking Aid Camera Initialization (413-13B Parking Aid - Vehicles With: Parking Aid Camera, General
Procedures).
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